€EdRemote

-, The EdRemote is an infrared (IR)
2 remote control for the Edison V3 robot
IS@“ (not compatible with Edison V1 or V2)

Use the barcodes on the reverse side to program Edison V3 to respond to the EdRemote.
Each barcode is both an action (i.e. Drive forwards) and a programmable input (i.e. remote
code 3) for the Edison V3 robot via EdBlocks, EdScratch and EdPy programming apps.

The EdRemote has 32 channels. Using different channels allows multiple EJRemotes to be
used at the same time with minimal interference. For best results each EdRemote should
be set to a different channel.

Set EdRemote to a new channel:
1. Hold down the settings button for 5 seconds [ %+ |
2. Enter a channel number from 00 to 31 - Example: ([ O ][ 5 |

3. Edison V3 will play a success sound

How to replace battery: Use a pen or similar pointed tool to press the metal pin down, then
pinch the side of the battery draw and slide outwards. Replace the 3 volt CR2025 battery
and reinsert the battery draw.

* non-rechargeable batteries are not to be recharged  batteries are to be inserted with the
correct polarity (+ and -) « exhausted batteries are to be removed from the toy « the supply
terminals are not to be short-circuited.

A WARN'NG This product contains a coin battery. A coin battery can cause
serious internal chemical burns if swallowed.

A WARN'NG Dispose of used batteries immediately. Keep new and used
batteries away from children. If you think batteries might have been swallowed or placed
inside any part of the body, seek immediate medical attention.

Instructions must be retained as they contain important information.

Model: EDT

Manufactured by:
Microbric Pty Ltd
ACN: 110 306 164
Postal address:
PO Box 8052
Grange SA 5022
AUSTRALIA

FCC Compliance Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the

following two conditions: (1) this device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that

may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a

Class B digital device, pursuant to part 15 of the FCC Rules. These limits are

designed to provide reasonable protection against harmful interference in a

residential installation. This equipment generates, uses, and can radiate radio

frequency energy and, if not installed and used in accordance with the

instructions, may cause harmful interference to radio communications. However,

there is no guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television

reception, which can be determined by turning the equipment off and on, the

user is encouraged to try to correct the interference by one or more of the

following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment to an outlet on a circuit different from that to which
the receiver is connected.

* Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications to this product not authorized by Microbric could void

the electromagnetic compatibility (EMC) and wireless compliance and negate

your authority to operate the product. 84511



EdRemote barcode programming

1. Place Edison V3 facing the barcode on the right side of the barcode
2. Press the record (round) button three times

3. Edison drives forward and scans the barcode

4. Press a button on the EdRemote to set that barcode action

See reverse side for setting different channels
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